5645PS

Velocity Patella Stabilizer

Warnings and Instructions: Review carefully, proper application is required
YWarning: This device will not prevent or eliminate risk of injury. Do Not Overtighten. If swelling, pain, skin
irritation, or an unusual reaction occurs, discontinue use immediately and consult yourmedical professional.
This device should not be worn by persons with known allergies to neoprene.
Care: Hand wash using mild soap. Rinse thoroughly. Air dry only. Do not tumble dry.

1.

3. Pull upper leg strap through D-ring and secure.

2. Pull lower leg strap through D-ring and secure.

1. Loosen all straps and pull brace onto leg.

5.

4.

4. Place patella buttress on patella where support is
needed. Hold buttress in place.

7.

3.

2.

6.

6. Pull and fasten lower patella flap strap.

5. Maintain position of buttress while Pulling and
fastening upper patella flap strap.

OPTIONAL: Reversing patella stabilizing flap to opposite side
8.

9.

7. Completed application.
8. Detach flap hook from around hinge strut, and
remove flap from brace.

See Instructions on How
to Adjust the Hinges
Range of Motion
on Back

9. Re-attach flap by wrapping hook closures around hinge
struts on opposite side.
Pull flap snug against hinge.
Attach hook and loop closures near edges of flap.
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R an ge of M ot ion Hinge Sto p A p p l i c a ti o n

Extension stops are available in 10 degree increments from 0 to 50 degrees.
Flexion stops are available in 10 degree increments from 50 to 100 degrees.
Each stop has two numbers on the front for the degree of flexion (F) or the
degree of extension (E) based on which side of the hinge the stop is used.
1.

1. Use the included hex wrench to remove the existing hinge stops by

removing the screws on both the extension stop side and flexion stop
side of the hinge cover.

2.

2. Choose the stop with the desired degrees of extension and install it on
the extension stop side of the hinge. Be careful not to overtighten the
screw and strip the hole.

3.

4.

3. Choose the stop with the desired degrees of flexion and install it on the

4. Completed application.
Note: Set both the medial and lateral hinges
to the same flexion and extension.

flexion stop side of the hinge. Be careful not to overtighten the screw
and strip the hole.
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